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1 
This invention relates to a device for opening 
liquid containers, and the primary object of this 
invention is to provide a device of this character 
that possesses triple opening action for the con- 
tainers, ,as well as a jar cap and crown cap re- 
moving action. 
Another object of the invention is to provide a 
device of this character that is provided with a 
double piercing blade on an elongated handle, 
thereby providing a choice of two cutting blades 
suitable for forming an inwardly turned pouring 
spout for liquid containers. 
A further object of the invention is to provlde 
a device oï this character, having two separate 
piercing blades that are adapted to punch a large 
U-shaped opening or a narrow elongated opening 
in a liquid container. 
A further object of the invention is to provide 
an elongated handied device of the character 
described, that is provided with two cutting 
blades at one end of the handle and a Jaw cap 
lifter at the other end of the handle. 
With the above and other objects and advan- 
tages in view, the invention consists of the novel 
details of construction, arrangement and corabi- 
nation of parts more fully hereinafter described, 
claimed and illustrated in the acc0mpanying 
drawings in which: 
Figure 1 is ,an edge view of one form of the 
invention; 
Figure 2 is a face view of the form shown in 
Figure 1; 
Figure 3 is an edge view of another form oî the 
invention; 
Figure 4 is a face view of the form shown in 
Figure 3; 
Figure 5 is a top plan view of the form shown 
in Figures 3 and4; 
Figure 6 is a sectional view on the line 616 of 
Figure 4; 
Figure 7 is an edge view of another form of the 
invention; 
Figure 8 is a face view of the ferre shown in 
Figure 7; 
Flgure 9 is an elevational view of the forra 
shown in Figures 7 and 8, in lhe act of punching 
a hole in a liquid container; 
Figure 10 is an elevational vtew of the forra 
shown in Figures 7 and 8 in the acl of punching 
a hole in a liquid container; 
Figure 11 is a detafled vtew of the form shown 
in Flgures 3 and 4, in the act of opening a jar 
cap and 
Figure 12 is a detailed face view, showing the 
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manner of operation of the orm shown in 
Figure 11. 
Referring more in detail to the drawings and 
more especially to Figures 1 and 2, the opener 
 embodying this form of the invention is desig- 
nated by the reference numeral |0. The opener 
! 0 is made of a strip of rigid metal, bent on itself 
at one end to forra the circular hand grip or 
pressing knob ! I. 
10 The opposite end of the opener, has a small 
piercing blsde 2 and a large piercing blade 
the blades ! 2 and ! 3 being separated by the guide 
Projection 14 formed centrally of the blades 
and ! 3 respectively.. 
15 The cutters ! 2 and ! 3 are formed ,at the longi- 
tudinal edges of the opener 10, and the portion 
4 of the opener 10. forming the blades is of a 
larger diameter than the remainder of the 
opener. 
2O Struck out frora the portion 14, adjacent its 
upper end, is an irregular shaped cutting blade 
! 5, which will punch a larger opening in the liquid 
container than will the blades 2 and 3. Below 
the knob ! I, an opening 15 is provided, whereby 
25 the opener Can be supported frora a nafl or hook, 
as desired. 
In Figures 3 to 6, inclusive, and in Figures 
and 12, there is shown another form of the inven- 
tion embodying.an opener 20. 
3O The 0pener 20 is also formed from a rigid strip 
of metal bent at right angles at one end to form 
the jar lid wrench or remover 2 . 
As shown in Figures 11 and 12, the wrench is 
placed in the gap between the lid 22 and the rib 
5 23 on the jar 24, and when raoved in either di- 
rection, as shown by the arrows, in Figure 12, the 
wrench will remove the lid 22 frora the jar. 
Below the wrench, the opener l.s provided with 
40 an elongated slot 25, which is used for supporting 
the opener. Below the slot 25, an irregular cut- 
ter 26 is struck out frora the opener0 and this 
cutter is of the saine form as the cutter 5 of 
the opener |0. 
4 At the lower end, the opener Is provided with 
a small cutter 27, and a cutout or jaw 25, which 
can be used for reraoving crown caps from 
bottles. Adjacent the cutter 27, the opening is 
provided with a guide or pry 29, which is used 
0 to open small cans or the like. 
In Figures OE to 10, inclusive, the form of the 
opener 30 shown,. Is also ruade from a rigid strip 
of metal, the oPener being bent upon itself at 
one end to form the circular hand grip or pressing 
5 knob $|. Below the knob 3|, the opener bas 



the opening 32 whereby the opener may be hung 
up as desired. 
Af the lower end, the opener bas the cutter 
blade 33 spaced from the guide 34, and above 
the blade 33, the irregular shaped cutter 35 is 
lounched out of the oloener. 
In Figure 9, the cutter 35 is punched a sub- 
stantially U-shaped opening 36 in the container 
37, whiledn Figure.10, the cutter 33 is punching 
an elongated opening 38 in the container 37. 
In all forms of the invention, the cutters are 
Placed in the container, and a hole is punched 
by a downward pressure on the upper end of 
the opener. 
As shown in Figtu'es 9 and 10, the punchec 
out portion 39 of the container 37 is crimied 
or pressed tightly against the inner wall of the 
container, so that this portion intërferes in no 
way with the liquid as it is poured îrom the can. 
The cutters wfll punch holes of various sizes, 
depending upon the desires .of the users thereof. 
In all instances, the cutters crimp the punched 
out portion of the container, and itis believed 
that from the foregoing description, the struc- 
ture of the varios, forms, as well as their op- 
eration, wfll be apparent fo those skflled in the 
art. 
It i also fo be understood that changes in 
the mi1or dCaiÂs of construction, arrangement 
and combination of parts may be resorted to, 
provided they fall within the spirit of the in- 
vention and scope of the appended claire. 
Having thus described the invention, what is 
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claimed as new and desired fo be secured by 
Letters Patent is: 
As a new article of manufacture, a utensil 
îabricated of a single piece of rigid material 
5 shaped fo defme a fiat shank, a cutter arranged 
intermediate the ends of said shank and 
cluding a first portion extending angularly from 
said shank, a second portion extendin from 
said flrst portion and arranged in spaced paral- 
10 lel relation with respect fo the longitudinal axis 
of said shank, and a third portion extending 
outwardly from said second portion and arranged 
 substantially parallel to said fil'st portion, the 
outer end of said third portion being pointed and 
15 provided with a sharp beveled cutting edge, said 
cutter being struck out fron said shank. 
 
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